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PARTIH 


Stores Purchase 


Department of Indigenous Medicine 

SHORT TENDER NOTICE 

No. S1-3805/12/AVC. 15th September 2012. 

Sealed competitive tenders are invited for the supply 
and installation of the following Public Address System to 
the Collegiate Department of Government Ayurveda 
College, Thiruvananthapuram for the year 2012-13. 

Tenders should be superscribed “Supply and 
installation of Public Address System” addressed to 
the Principal, Government Ayurveda College, 
Thiruvananthapuram. The last date of the receipt of 
tenders will be at 3 p.m. on 29-10-2012. Late tenders 
will not be accepted. The tenders will be opened at 3.30 p.m. 
on 29-10-2012 in the presence of such of the tenderers 
or their authorized representatives who may be present at 
that time. 

Intending tenderers may on application 
to the Principal, Government Ayurveda College, 
Thiruvananthapuram to obtain tender forms on which 
tenders should be submitted along with the sample of the 
materials to be supplied. Application for the tender form 
should be accompanied by cash remittance of 
728 (Cost of tender form ' 700+VAT ' 28) which is the 
price fixed for a form and which is not refundable under 
any circumstances. Tender forms are not transferable. Sale 
of tender forms will be closed at 1 p.m. on 29-10-2012. 
Cheque, Postal Orders etc. will not be accepted towards 


the cost of forms. Those who wish to purchase tender 
forms by post shall send an additional amount of ' 50 
by money order to cover postal charges. Duplicate tender 
forms if required will be issued at ' 364 (Cost of tender 
form ' 350+VAT ' 14 ) per copy. 

Intending tenderers should deposit an amount of 1% 
of the total cost quoted rate as Earnest Money Deposit 
by Demand Draft in favour of the Principal, Government 
Ayurveda College, Thiruvananthapuram together with an 
agreement in Kerala Stamp Paper worth ' 100. The 

rate quoted shall remain firm for one year from the date 
of acceptance of the tender. The Principal, Ayurveda 
College, Thiruvananthapuram will have powers to 
postpone/cancel the tender. 

(OTlffljmcntTOojjoo cDcuOTdfflfflajT rara)Ci»2(3cB(ua Gc&oeggs 
(3T3)OD2nJL®il Oil (§3016313 glo3 2012-13 <U(3o3d6313g1(Bejcfl6> nJJOJOS 
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g(Bqaalc96)janD (ruocjDcn63T3gjffls cruoooilaS crunnloio amiacSijjlcefflo 
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rara)<i»1 (3racQK!ffiec9S)sn§cff)0 ( ft,janD2. 3c8nejomjlra8 Gfflsu6)n_jsj(!5Tt5)l 
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o1c9S)jcnr) culej mlfflcMjtftaa 3(3<^ejotTu (runlofftrijsjRSTrol 
cnraSAjaD cnlassnl ffljroxaS 63®j tu(3n3do aiSKacmjgg cfcoeicffigoil 
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Ojlej ' 728. OD^nJlCStMg Co£lOO(3Trol6)a^ tlilej ' 364. 
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LnilnScnilnjoglraS mlcMdlnJtmfflotnnffllcSffljo. 




List of Items 


SI. 

Name of 

Specifications 

Quantity 

No. 

Items 




m <r> <n <tt 


1 Amplifier 


2 Microphones 


3 Microphones 


4 Microphones 


250-watts-ac and 24 VDC 7 
opertion-6 mic and 2 aux 
inputs resettable circuit 
breaker for pretection 
instant transfer to DC with 
USB connectivity 
Pre-entertainment + Studio- 5 
double shock mount system 
and noiseless switch 
Frequency response: 

50- 18000 Hz 

Unidirectional Dynamic stage 8 
performance-longer distance 
and wider area for dramas, 
stage shows, group singing. 
Frequency response: 

50-16000Hz 

Condenser—Unidirectional, 1 

with ring LED indication. 
Frequency : 50-16000 Hz 
Sensitivity : 4 mV/Pa, 

Impedence : 1000, overal 
length : 460 mm (18”), 3V-9V 
DC, Sturdy heavy duty 
diecast aluminium base 
suitable for this microphone 
with 10 mts, twin core shielded 
low noise cable with XLR 
connector and W’ phone plug, 
cell housing for 2 x 1.5 V 
pencil cells and on/off switch, 
low switch noise 


5 Microphones Frequency : 50-16000 Hz 2 

Sensitivity : 2 mV/Pa, 

Impedence : 300, with quick 
detachable holder with 3-pin 
professional XLR connector 
10 mts, twin core shielded low 
noise cable 


( 1 ) ( 2 )( 3 )( 4 ) 

6 Speaker system 2 way speaker system-12 r/ 6 

LF Speaker and l" Hf 
compression driver input power 
150 W RMS, 2 way 
configuration. Frequency 
response 45-25000 Hz, 

Dimensions w 51 Ox 

H 655xD405 mm Nominal 
impedance 8 Cross over 
frequency 4 KHz 

7 Speaker system Speaker system COMPACT 2 

2-way Floor 2-way Floor Monitor speaker- 
Monitor speaker single 1 2" Full Range Dual 

Cone Speaker and a Piezo Horn 
Tweeter 

8 Speaker system Input power : 30w RMS, Power 21 
(wall mounting) taps 30 w on 8, 30/15/7.5 w on 

100 V, Freq. Resp: 80-20000 Hz 

9 Speaker stand Height adjustment 31/2’-61/2’ 6 

load capacity 40 kg 

10 Microphone Height 920-1500 mm Base, 7 

Floor Stand Diameter 230 mm 

11 Microphone Height 350-530 mm Base, 2 

table Stand Diameter 150 mm 

12 Philips DVD 5.1 audio and stereo output- 1 

Player Voltage 110V-240 V AC/50 HZ- 

USB Dolby Digital, DVD Video 

USB Hi-speed, USB 2.0 link. 

Plays CD, VCD, DVD,DVEM~R/RW 
Div X, MP3, WMA, JPEG 

13 Rear Phone Jack 8 

14 Insulated Flame retardant, size 36/0.3mm 15 

Connecting wire (2.5 SQ mm) BC Length 100 Mts. coils 

Single core type , Cl category, 

1100 Volts grade, ISI Certified. 

15 PA Audio 9 channel-Ac & 24 V DC 1 

Mixing consoles Operation input channels-Mono 

stereo output 

16 Professional Dual Wireless Microphones- 7 

VHF Wireless Dynamic range 100 db-frequency 

PA Microphones response-50-1500 Hz- Interenal 
dipole antenna type-Dynamic- 
cardioid Microphone element 

Government Ayurveda College, (Sd.) 

Thiruvananthapuram. Principal. 









